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简介

D30

特点

        D30是Loxjie(乐士杰)品牌推出的桌面式解码耳放一体机！采用了ESS公司的音频
解码芯片ES9039Q2M, 超高信噪比，超低失真度支持硬解DSD512 ! 精心的性能优化
和声音调校, 使D30成为完美的桌面耳机搭档！

支持MQA全解码, 光纤同轴输入支持MQA-CD;

美国ESS新一代高端数模转换芯片ES9039Q2M, 精心调校的性能和声音, 失真度低至
0.00008%（-121dB)，动态范围高达125dB;

全新第三代XMOS XU-316，PCM支持到32bit/768kHz，DSD支持到DSD512；

音频专用时钟处理电路，大大降低时钟抖动;

特别设计的低噪声稳压电源，为模拟电路提供低噪声电源;

高通最新蓝牙芯片（QCC5125)支持LDAC 24bit/96kHz、APTX/HD、SBC、AAC；

内置多种PCM格式的数字滤波器;

大量使用发烧音频元件;

一键熄屏功能;

具备前级功能, 输出最高达2.5Vrms, 轻松驱动有源音箱;

精心调校的性能和声音;

高分辨全视角彩色IPS显示屏;

人性化的操作，并具有开关机记忆功能;

全功能遥控操作, 所有功能具有记忆;

日本音频协会(JAS)Hi-Res认证。
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  技术参数

接口：
        输入接口                            USB、光纤、同轴、蓝牙

        耳放输出功率 

                  16Ω                            3W   ×2

                  32Ω                            1.5W×2

                  150Ω                          380mW×2

                  300Ω                          190mW×2

                  600Ω                          95mW  ×2

        线路输出电平                   2.5 Vrms 

音频特性：
        THD+N

                  线路输出                  0.00008%（-121dB)

                  耳放输出                  0.0001%（-118dB)

        动态范围

                  线路                           125dB

                  耳放                           122dB

        信噪比

                  线路                           125dB

                  耳放                           122dB

        输出阻抗

                 线路                            100Ω

                 耳放                            接近0Ω

        耳放高增益                        +9dB



固件及驱动下载：http://www.loxjie-audio.com/

  技术支持

规格时有变更, 恕不另行通知。

D30

  技术参数

音频规格：
        USB传输方式                    异步传输  

        USB兼容性                        Windows 7 / 8 / 8.1 / 10 / 11, Mac OSX, Linux    

        位深 

                 USB                          1bit，16~32bit 

                 光纤/同轴                 1bit，16~24bit 

        采样率 

                 USB                           PCM                   44.1~768kHz(32bit)    

                                                      DSD                    2.8224~22.5792MHz(1bit)

                  光纤/同轴                  PCM                    44.1~192kHz(24bit)

                                                       DSD                     DSD64(DoP)

        蓝牙规格                            5.1(支持SBC,AAC,aptX,aptX HD,LDAC)

其他：

        消耗功率                            <30W

        待机功耗                            <0.5W

        体积                                     151 X 170 X 38 mm(WxHxD)

        包装尺寸                            269 X 233 X 74 mm(WxHxD)

        单机重量                            535 g



关于遥控器

D30

注意：
     如果遥控器距离本机很近时操作仍无效, 请用新电池更换。
     如果要长时间不使用遥控器, 请取出遥控器的电池。
     按照电池处置的地方性法规处置废旧电池。
     遥控器请使用2节7号(AAA)电池。
     遥控器使用距离5-8米。

开关机

静音

音量 +

音量 -

菜单/确认
进入菜单

输出切换
输入源切换

上/下选择菜单

无功能

无功能

退出菜单



多功能旋钮  

6.35mm耳机输出

显示屏

遥控接收窗   

蓝牙天线

线路输出  
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部件介绍

D30

光纤输入

同轴输入

USB输入

电源输入(100~240V AC)

电源开关
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有10页的设置：

功能及操作说明

D30

主界面：
输入方式
输出方式显示
       为线路输出,      为耳放输出  
音量显示
音频格式
采样率显示
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输入菜单：

        USB AUDIO                      (USB输入) 
        OPTICAL                             (光纤输入)
        COAXIAL                             (同轴输入)
        BLUETOOTH                    (蓝牙输入)
   

输出菜单：
        HEADPHONES               (耳机输出)
        LINE OUT                         (线路输出) 

INPUTS                           (输入方式) 
OUTPUTS                      (输出方式)
PCM FILTER                (滤波器)
HP GAIN                        (耳放增益)
PRE MODE                   (前级模式)
DPLL                                 (DPLL设置)
DIMMER                              (自动熄屏)
BRIGHTNESS                (亮度设置)
RESET                               (系统复位)
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PCM滤波器设定分别为：

功能及操作说明

D30

F-1:Minimum phase(最低相位）

F-2:Linear phase apodizing fast roll-off（线性相位变迹快速滚降）

F-3:Linear phase fast roll-off（线性相位快速滚降）

F-4:Linear phase fast roll-off low ripple（低纹波线性相位快速滚降）

F-5:Linear phase slow roll-off（线性相位慢滚降）

F-6:Minimum phase fast roll-off（最小相位快速滚降）

F-7:Minimum phase slow roll-off low dispersion（最小相位慢滚降低扩散）



功能及操作说明

D30

前级模式设定：

         VOL Variable:输出接口音量是受控的。
         VOL Fixed:输出接口音量是固定的。
   

DPLL (DPLL设置)
 MIN ~ MAX

(共15种, 默认为5。数字越大适应抖动的范围越强,数字越小抗时钟抖动的性能越好。)

这个DPLL设定是ESS系列产品特有的功能, 它可以调整芯片内部DPLL数字锁相环电
路的带宽, 使芯片在抗时钟抖动和输入宽容度之间达到一个平衡。
它的作用:
      在输入信号的时钟稳定度好的情况, 可以减小这个值, 这样系统的时钟性能更佳;
      在输入信号的时钟稳定度不好的情况下, 声音有可能会有中断的现象, 增大这个值
可以避免声音中断现象的发生! 特别是使用电视作为信号源时。

耳放增益设定：

         HP GAIN LOW :耳放低增益
         HP GAIN HIGH:耳放高增益
   



功能及操作说明

D30

DIMMER菜单：

        5秒～60秒
     

BRIGHTNESS (显示屏亮度设置)：

        LEVEL 1 ~ LEVEL 6
     

RESET(系统复位)：
       在蓝牙输入时,长按旋钮中键 ,系统只会重置蓝牙配对状态；    
        在其它输入时,长按旋钮中键 ,系统清除所有设定, 包括蓝牙。
     

  (范围5秒 - 60秒, 设置后, 屏会在这个时间内自动熄灭, 遥控或者旋钮任意操作
  屏幕会重新点亮。这样可以很大程度减少光污染, 提升听音环境的舒适性!)



关于MQA

D30

MQA（Master Quality Authenticated）是一项屡获殊荣的英国技术, 是一种兼有极高的
采样率和足够小的文件体积的高解析音频编码技术。 D30采用MQA技术, 可以接收并解
码MQA音频, 提供母带级别的声音。 
有关更多信息, 请访问https://www.mqa.co.uk/how-it-works

MQA文件播放

D30只有USB和光纤和同轴接口, 支持MQA解码, 其它接口不支持!

D30的MQA播放不要求使用特殊的播放软件, 例如Audirvanaplus只要支持ASIO或者
WASAPI的音频输出就可以了, 并且在播放MQA音频时, 最好将电脑的音量调到最大, 
以使得电脑的音频输出是最佳状态。

MQA商标旁边的指示灯为绿色或红色亮起, 表示设备正在解码并播放MQA音频或文
件, 并且确保输出音质与源素材一致。 它呈红色亮起, 表示它正在播放MQA Studio文
件, 该文件已经由艺术家/制作人或者版权所有者获得授权。

在播放MQA文件时,  显示屏显示的采样率为音频原始采样率。

 和声波标志是MQA Limited的注册商标。©2016



USER MANUAL

D30

The contents of this manual may be changed with the edition, 
and are subject to change without notice.

2024 Ver 1.2



D30 is Loxjie brand launched a desktop Audio DAC and Headphone amp all-in-one! Using the 
ESS audio decoder chip ES9039Q2M, ultra-high signal-to-noise ratio, ultra-low distortion to 
support hard DSD512 ! Careful performance optimization and sound tuning, making D30 the 
perfect desktop headset partner!

Introduction

D30

Features

Support MQA full decoding, optical coaxial input support MQA-CD.

ESS new generation of high-end digital-to-analog converter chip ES9039Q2M, 
carefully tuned performance and sound, distortion as low as 0.00008% (-121dB), the 
dynamic range of up to 125dB;

New third generation XMOS XU-316, PCM support up to 32bit/768kHz, DSD support 
up to DSD512;

Audio-specific clock processing circuitry, greatly reducing clock jitter.

Specially designed low noise regulated power supply, providing low noise power supply 
for analog circuits.

Qualcomm's latest Bluetooth chip (QCC5125) supports LDAC 24bit/96kHz, APTX/HD, 
SBC, AAC;

Built-in digital filters in a variety of PCM formats.

Extensive use of audiophile audio components.

One key screen off function.

Equipped with preamp function, output up to 2.5Vrms, easily drive active speakers;

Carefully tuned performance and sound；

High-resolution full-viewing angle color IPS display.

Humanized operation, and has a switchboard memory function；

Full-featured remote control operation with memory for all functions；

Japan Audio Society (JAS) Hi-Res certification.
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Specification

Interface:

        Inputs                                             USB / Optical / Coaxial / Bluetooth

        Headphone amplifier power     

                 16Ω                                           3W   ×2

                 32Ω                                          1.5W×2

                150Ω                                        380mW×2

                 300Ω                                        190mW×2

                 600Ω                                        95mW  ×2

        Output Level                                 2.5 Vrms

Audio feature:

        THD+N                                

                 Line out                                   0.00008%（-121dB)

                 Headphone out                    0.0001%（-118dB)

        Dynamic range                     

                 Line                                          125dB

                 Headphone                            122dB    

        SNR           

                 Line                                          125dB

                 Headphone                            122dB                       

        Output Impedance

                Line                                        100Ω      

                Headphone                           near 0Ω

        Headphone AMP High gain        +9dB                      



Firmware and driver download: http://www.loxjie-audio.com/

Support

Specifications are subject to change without notice.

D30

Specification

Audio specifications:

        USB transmission                        Asynchronization

        USB compatibility                        Windows 7 / 8 / 8.1 / 10 / 11, Mac OSX, Linux

        Bit depth

                USB                                        1bit , 16 ~ 32bit

                Optical / Coaxial                   1bit , 16 ~ 24bit

        Sampling rate              

                USB                                        PCM                          44.1 ~ 768kHz(32bit)    

                                                                DSD                        2.8224 ~ 22.5792MHz(1bit)

                Optical / Coaxial                   PCM                          44.1 ~ 192kHz(24bit)

                                                                DSD                           DSD64(DoP)

        Bluetooth specification              BT 5.1(support SBC,AAC,aptX,aptX HD,LDAC)

Others:

        Power Consumption                   <30W

        Standby power                            ＜0.5W

        Size                                                 151 X 170 X 38 mm(WxHxD)

        Package size                                 269 X 233 X 74 mm(WxHxD)

        Weight                                           535 g



Remote control

D30

Install 2 x AAA batteries as instructions.

When using the remote control, point it toward the remote con-trol signal receiver on the main 
unit from a distance of 5 m (16 ft) or less. Do not place obstructions between the main unit and 
the remote control.

The remote control might not work if the remote control signal receiver on the unit is exposed to 
direct sunlight or bright light. If this occurs, try moving the unit.
Beware that use of this remote control could cause the unin-tentional operation of other devices 

 This remote controller use 2 x R03/AAA batteries.

Note:

Power ON/OFF

Mute

Menu/OK
Enter menu 

Output switch
Input switch

No function

Up/down select 

Volume +

Volume -

No function

Exit menu 



Knob             

6.35mm headphone jack 

Display  

Remote window              

Bluetooth antenna   

Line Out  
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Parts Names

D30

Optical input   

Coaxial input                         

USB input 

AC IN(100~240V AC)

Power switch
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Function and operation instructions

D30

Main Display:
Input 
Output
         Line out，     Headphones out
Volume Level
Audio format
Sampling rate

1

2

3

4

31 2
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There are 10 pages of settings in this menu:

INPUT SETTING
          USB AUDIO   

          OPTICAL       

          COAXIAL      

          BLUETOOTH   
   

OUTPUT SETTING
          HEADPHONES

          LINE OUT 

INPUTS            
OUTPUTS        
PCM FILTER             
HP GAIN            
PRE MODE          
DPLL                   
DIMMER                  
BRIGHTNESS         
RESET        
   

4

5



Function and operation instructions

D30

PCM FILTER: 
F-1:Minimum phase

F-2:Linear phase apodizing fast roll-off

F-3:Linear phase fast roll-off

F-4:Linear phase fast roll-off low ripple

F-5:Linear phase slow roll-off

F-6:Minimum phase fast roll-off

F-7:Minimum phase slow roll-off low dispersion



Function and operation instructions

D30

PRE MODE:
          Vol Fixed : In this mode, volume is fixed on max output level, and the D30 
          will ignore the volume operations. 
   
          Vol Variable: In this mode, volume can be adjust, and make D30 a pre-amplifier.

This DPLL setting is a unique function of ESS DAC products. It can adjust the bandwidth of 
the DPLL digital phase-locked loop circuit inside the chip, so that the chip can achieve a 
balance between anti-clock jitter and input tolerance.

Its function:
        When the clock stability of the input signal is good, this value can be reduced, 
        so that the clock performance of the system is better;

        When the clock stability of the input signal is not good, the sound may be 
        interrupted. Increase this value can avoid the sound interruption! Especially 
        when using TV as signal source! 

DPLL: 
    
          MIN~MAX
          (Total 15 steps, default is 5. The larger the number, the wider the jitter tolerance,
           the smaller the number, the better the anti-clock jitter performance.)

Headphone AMP gain setting:
         HP GAIN LOW
          HP GAIN HIGH



Function and operation instructions

D30

Dimmer:
         5 Second~60 Second     
           (The range is 5 seconds-60 seconds. After setting, the screen will automatically 

      go off within this time,and the screen will re-light up if you operate the remote 
      control or the knob at any time.)

BRIGHTNESS:
         LEVEL 1 ~LEVEL 6    
     

RESET:
      
          During Bluetooth input, long press the middle button of the knob, the system 
          will only reset the Bluetooth pairing status;
  
          During other input, long press the middle button of the knob, the system will 
          clear all  settings, including Bluetooth.    
     



About MQA

D30

MQA (Master Quality Authenticated) is an award-winning British technology that delivers the 
sound of the original master recording. The master MQA file is fully authenticated and is small 
enough to stream or download. The D30 includes MQA technology, which enables you to 
playback MQA audio files and streams, delivering the sound of the original master recording. 
Visit How it works https://www.mqa.co.uk/how-it-works for more information.

MQA files playback

D30 has only USB and optical and coaxial interfaces, supports MQA decoding.

D30's MQA playback does not require additional software. You can use  Audirvana for 

MQA playback as it supports ASIO or WASAPI audio output. When playing MQA audio, it is 

suggested to adjust the volume of the computer to the maximum for the best audio 

output.

The D30 LED next to MQA logo glows green or red to indicate that the unit is decoding 

and playing an MQA stream or file, and denotes provenance to ensure that the sound is 

identical to that of the source material. It glows red to indicate it is playing an MQA Studio 

file, which has either been approved in the studio by the artist/producer or has been 

verified by the copyright owner.

When playing an MQA file, the sampling rate of the original master recording is displayed.

 and the Sound Wave Device are registered trade marks of MQA Limited.© 2016


